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Applicant: 5085 Date : Jul 14, 2016 
    
    
 Taiwan    

 

Sample Description: 

Six (6) Bottles Said To Be: 
Waste Water (Grab Samples) 

 

Manufacturer: 5085 
 

 

 

Tests Conducted: 

As per VF Corporation Global Wastewater Discharge Standards, For Details Refer To Attached Page(s). 
 

 

Testing Date: Jun 29, 2016 

Testing Lab: 

Intertek Testing Services Taiwan Ltd.-CML Division 

1F,No.419,Ruiguang Rd.,Neihu District Taipei 11492, 
Taiwan,R.O.C. 

Tel : 886-2 6602 2888 Fax: (02) 6602-2410 
 

 
 

 

 
 

 
 

 

 
 

 
 

 

 

 
Authorized by: 

On Behalf of Intertek Testing Services 

Taiwan Limited 
 

 

 
 

 

K. Y. Liang 

Director 
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Test Report 

Number : TWNC00530699 

Test Conducted 

 

 

 

VF Corporation Global Wastewater Discharge Standards 

Tested Items Tested Method Test Result 
Effluent Water 

Limit 
  

pH U.S. EPA 150.1 7.0 6.0-9.0 

    

Loading Factors:    

Total Suspended Solids (TSS) U.S. EPA 160.2 20 ppm ≦30.0 ppm 

Biological Oxygen Demand (BOD) NIEA W510.55B 28.5 ppm ≦30.0 ppm 

Chemical Oxygen Demand (COD) NIEA W517.52B 82.3 ppm ≦200.0 ppm 

    

Chemical Constituents:    

Antimony U.S. EPA 204.2 0.120 ppm ≦0.50 ppm 

Arsenic U.S. EPA 206.2 <0.001 ppm ≦0.01 ppm 

Cadmium U.S. EPA 213.2 <0.001 ppm ≦0.01 ppm 

Chromium U.S. EPA 218.2 <0.010 ppm ≦0.10 ppm 

Cobalt U.S. EPA 219.2 0.003 ppm ≦0.02 ppm 

Copper U.S. EPA 220.1 0.200 ppm ≦0.25 ppm 

Cyanide NIEA W410.51A 0.060 ppm ≦0.20 ppm 

Lead U.S. EPA 239.2 <0.010 ppm ≦0.10 ppm 

Mercury U.S. EPA 245.1 <0.001 ppm ≦0.01 ppm 

Nickel U.S. EPA 249.1 <0.010 ppm ≦0.20 ppm 

Zinc U.S. EPA 289.1 <0.100 ppm ≦1.00 ppm 

    

Colour NIEA W299.52B 34 ADMI Units ≦150 ADMI Units 

    

Coliform NIEA E201.54B 2.2 Bacteria per 100ML 400 Bacteria per 100ML 

Foam As Per VF’s Requirement No visible discharge of 

floating solids or 
persistent foam. 

No visible discharge of 

floating solids or persistent 
foam. 

Domestic Sewage As Per VF’s Requirement Meet the requirement. 

Sewage was properly 
treated before being 

discharged to the 
enviroment. 

All wastewater, including 

domestic sewage, must be 
properly treated before 

being discharged to the 
enviroment. 
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Test Conducted 

 

 

Wastewater Programme 

 

VF Corporation Global Wastewater Discharge Standards 

Temperature 

Grab Sample Collection 
Time 

Tested Method Tested Result (℃) Limit (℃) 

1 10:45  
 

 
Thermometer 

30.1  
 

 
≦37 

2 11:00 32.6 

3 11:15 32.9 

4 11:30 31.6 

5 11:45 32.7 

6 12:00 32.4 
 

Remark: ppm =  Parts per million = mg/L 

Sample Collection Process Description: 

1. Selection of sample collection point -effluent wastewater-Select a sampling point designated by the local 

authority under applicable regulation or technician himself determined a sample collection point after reviewing 
the wastewater treatment plant and flow patterns. 

2. Composite Sampling-Technician conducted a 2 hour composite sampling at the sample collection point, where 
6 grab samples were taken at regular intervals of 15 minutes. For every grab, the sampling time and 

temperature of wastewater sample and ambient environment were recorded.After 6 grab samples were taken, 
all the samples were mixed to get the composite sample. 5300mL composite sample was collected. 

3. Sample storage-The composite sample was stored at 4 ℃ and delivered to lab immediately. 

 
Sampling Technician: 

 

Will Chen 

Tele: (02)6602-2888 #242 

Email: Intertek.info@intertek.com 

 
 

End of Report 
 

This report is made solely on the basis of your instructions and/or information and materials supplied by you. It is not intended to be a recommendation for any particular course of action. Intertek 
does not accept a duty of care or any other responsibility to any person other than the Client in respect of this report and only accepts liability to the Client insofar as is expressly contained in the 
terms and conditions governing Intertek's provision of services to you. Intertek makes no warranties or representations either express or implied with respect to this report save as provided for in 
those terms and conditions. We have aimed to conduct the Review on a diligent and careful basis and we do not accept any liability to you for any loss arising out of or in connection with this 
report, in contract, tort, by statute or otherwise, except in the event of our gross negligence or wilful misconduct. 

mailto:Intertek.info@intertek.com
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