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POS PART # SAP PART NAME QTY
1 224001800 SRAM UDH HANGER 1

2 361001300 THRU AXLE 12X148 1

3 237048300 LINKAGE KIT 1

4 890000500 BEARING KIT 1

5 237048400 PIVOT KIT 1

6 890000400 SEALING KIT: ALL BEARING SEALINGS 1

7 998017900 MOTOR COVER LEFT 1

8 998018000 MOTOR COVER RIGHT 1

9 237047900 MOTOR COVER DOWN SIDE 1

10 998018200 RUBBER STRAP 1

11 998018300 LEVER 1

12 998018400 SLIDER 1

13 222001300 DOWNTUBE PROTECTOR 1

14 222001400 CHAINSTAY PROTECTOR 1

15 237008300 CABLE CHANNEL 1

16 237048000 FRAME PLATE V2 1

17  998018800 COBS HOLDER 1

18 998018600 COBS COVER 1

19 998018900 DOCKING PLATE 1

20 390999300 AXLE SCREW 1

21 237010400 LEVER PLATE 1

22 211006000 SHOCK WASHER 2

23 998043600 USB PORT 1

24 390012600 M3X10 ISO7380 1

25 222010300 SS GUARD 1

26 390017700 BOTTLECAGE SCREW M5X12 5

27 860002900 FRAME PROTECTION STICKERS 1

28 212000000 KICKSTAND ADAPTER KIT 1

29 221000800 CHAINGUIDE KIT 1

30 237009500 BOTTLE CAGE ADAPTER 1

31 237005800 SLIDE LOCK LIP 1

32 551000100 STORAGE BAG 1

33 NORM PART ISO10642 M3 X 5 1

34 NORM PART ISO14583 M5X12 2

35 NORM PART DIN912 M4X8 1

36 NORM PART ISO10642 M5 X 10 2

37 NORM PART DIN912 M4X8 4

38 NORM PART ISO14583 M5X8 TX 1

39 NORM PART ISO10642 M5 X 8 1

40 NORM PART ISO4762 M3X8 2

41 NORM PART WASHER TEETHED DIN6797 M5 1

42 NORM PART ISO14583 M5 X 8 TX 1

43 NORM PART WÜPLAST W1413 3 X 6 1

44 860003300 POLYCARBONATE FOIL 750WH 2

44 860003400 POLYCARBONATE FOIL 625WH 2

MATERIAL ALLOY 7005 - ALLOY 7005

WHEELSIZE 29" / 15 X 110 - 29" / 12 X 148 / MAX TIRE WIDTH 66 MM

TRAVEL FRONT 160 MM - REAR 150 MM

SHOCK LENGTH 210 MM - STROKE 55 MM - HARDWARE 25X8 MM / NO HARDWARE

HEADSET ACROS ANGLE ADJUSTMENT HEADSET  
UPPER 0,6° / Ø56 MM - LOWER 0,6° / Ø66 MM

FORK 29" - LENGTH 571 MM - RAKE 44 MM

SEATPOST / SEATCLAMP Ø34,9 MM - Ø38,5 MM - MINIMUM INSERT 100 MM

MAX SEATPOST INSERTION S: 220 MM M: 250 MM L: 270 MM XL: 290 MM

REAR BRAKEMOUNT POSTMOUNT Ø203 MM - MAX. ROTOR Ø220 MM

REAR AXLE 173 MM / Ø12 MM / PITCH 1,0

RD HANGER SRAM UDH

CHAINGUIDE MOUNT BOSCH CX GEN4

CHAINRING MIN CHAINRING SIZE: 34 / MAX CHAINRING SIZE: 36 /  
CHAINLINE: 52 MM

MOTOR BOSCH PERFORMANCE CX GEN4

BATTERY BOSCH 750 WH/ 625 WH

REAR SHOCK SAG SAG IN %: 30 / SAG IN  MM: 16,5

MAX SYSTEM WEIGHT 150KG
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