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Micro Multi TV Streamer 2 Fijern- Fjern- Premiumlader Standardlader Bordlader Customlader

Mic Mic kontroll 2 kontroll
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r> M&RIE Oppladbare ¢ Telespole
J\I\/\IV@/ M&RIE (mikrofon og receiver-i-oret), kombinerer de to tradisjonelle mikrofonene med en Elegant og diskret lader //?T Leveres med telespole
tredje mikrofon som sitter diskret inne i eregangen som en integrert del av receiveren. i lommestorrelse.
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PREMIUM
ReSound OMNIA
Egenskaper RU9
WARP bands 17
Environmental classifier o
) . Environmental Optimiser || °
Environment recognition - -
Environmental Optimiser
360 All-Around STD/M&RIE
All Access Directionality
M&RIE o
Spatial Sense STD
Front Focus .
Ultra Focus
Directionality Binaural Directionality Il
Binaural Directionality
Ear-to-Ear functionality not avaialble Natural Directionality
fornon-wireless CIC styles Synchronized Soft Switching o
Soft Switching
Autoscope °
Multiscope
Adaptive Directionatily
Fixed Directionality °
Adjustable Directional Mix °
) . Noise Tracker Il 5 settings
Noise reduction - - -
Personalised noise reduction o
Expansion 3 settings
Impulse Noise Reduction 3 settings
Wind Guard 3 settings
Type DFS Ultra Ill
Feedback management Levgl 3 settings
Music Mode o
Auto DFS o
Synchronised Acceptance Manager °
Tinnitus Sound Generator .
Low Frequency Boost 3 settings
Sound Shaper .
e2e communication .
Gain handles 17
Programs 4
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Data Logging

In Situ Audiometry

Automatic Receiver Detection
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